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LF 3000® Push-In Fittings

LIQUIfit® Push-In Fittings for Beverages and Fluids

Prestomatic Push-In Fittings

Compatible Fluids
Compressed air
Other fluids: please consult us

Working Pressure Vacuum to 20 bar 

Working Temperature -20°C to +80°C

Component Materials Technical polymer, nickel-plated brass, NBR

Compatible Fluids
Water, beverages, CO2 (inert use)
Chemical fluids: please consult us

Working Pressure Vacuum to 16 bar 

Working Temperature -10°C to +95°C

Component Materials Bio-based polymer, stainless steel, EPDM

Polyamide: for industrial or vehicle applications, excellent durability, bio-based 
semi-rigid material, mechanical performance

Polyurethane: excellent flexibility, up to 50% space reduction, excellent
mechanical properties and chemical resistance

Fluoropolymere: robust engineering fluoropolymer, transparency for excellent 
fluid visibility, optimum performance, resistant to nearly all chemicals and solvents

Self-Fastening NBR Hose: designed according to CNOMO E07.21.115N, 
simplicity of installation, exceptional endurance, ready-to-use

31
75

31
36

31
93

Stud Fitting, Male BSPT Thread

Bulkhead Connector, Female 
BSPP Thread

Stud Run Tee, Male BSPP and 
Metric Thread

 ØD  C 

 4 
 R1/8  3175 04 10 
 R1/4  3175 04 13 
 R3/8  3175 04 17 

 6 

 R1/8  3175 06 10 
 R1/4  3175 06 13 
 R3/8  3175 06 17 
 R1/2  3175 06 21 

 8 

 R1/8  3175 08 10 
 R1/4  3175 08 13 
 R3/8  3175 08 17 
 R1/2  3175 08 21 

 10 

 R1/8  3175 10 10 
 R1/4  3175 10 13 
 R3/8  3175 10 17 
 R1/2  3175 10 21 

 12 
 R1/4  3175 12 13 
 R3/8  3175 12 17 
 R1/2  3175 12 21 

 14 
 R3/8  3175 14 17 
 R1/2  3175 14 21 

 16 
 R3/8  3175 16 17 
 R1/2  3175 16 21 

31
92

Stud Elbow, Female BSPP Thread

 ØD  C 

 4 
 G1/8  3192 04 10 
 G1/4  3192 04 13 

 6 
 G1/8  3192 06 10 
 G1/4  3192 06 13 

 8 
 G1/8  3192 08 10 
 G1/4  3192 08 13 

 10 
 G1/4  3192 10 13 
 G3/8  3192 10 17 

 ØD  C 

 4 
 G1/8  3136 04 10 
 G1/4  3136 04 13 

 6 
 G1/8  3136 06 10 
 G1/4  3136 06 13 
 G3/8  3136 06 17 

 8 
 G1/8  3136 08 10 
 G1/4  3136 08 13 

 10  G3/8  3136 10 17 

 12 
 G3/8  3136 12 17 
 G1/2  3136 12 21 

 16 
 G3/8  3136 16 17 
 G1/2  3136 16 21 

31
01

Stud Fitting, Male BSPP and 
Metric Thread

 ØD  C 

 4 

 M3x0.5  3101 04 09* 
 M5x0.8  3101 04 19 
 G1/8  3101 04 10 
 G1/4  3101 04 13 

 6 
 M5x0.8  3101 06 19 
 G1/8  3101 06 10 
 G1/4  3101 06 13 

8

 G1/8  3101 08 10 
 G1/4  3101 08 13 
 G3/8  3101 08 17 
 G1/2  3101 08 21 

 10 
 G1/4  3101 10 13 
 G3/8  3101 10 17 
 G1/2  3101 10 21 

 12 
 G1/4  3101 12 13 
 G3/8  3101 12 17 
 G1/2  3101 12 21 

 14 
 G3/8  3101 14 17 
 G1/2  3101 14 21 

16
 G3/8  3101 16 17 
 G1/2  3101 16 21 

31
08

Stud Branch Tee, Male BSPT 
Thread

 ØD  C 
 4  R1/8  3108 04 10 

 6 
 R1/8  3108 06 10 
 R1/4  3108 06 13 

 8 
 R1/8  3108 08 10 
 R1/4  3108 08 13 

 10 
 R1/4  3108 10 13 
 R3/8  3108 10 17 

 12 
 R1/4  3108 12 13 
 R3/8  3108 12 17 
R1/2  3108 12 21 

31
98

Stud Branch Tee, Male BSPP 
and Metric Thread

 ØD  C 
 4  M5x0.8  3198 04 19 

6
 M5x0.8 3198 06 19
 G1/8  3198 06 10 
 G1/4  3198 06 13 

 8 
 G1/8  3198 08 10 
 G1/4  3198 08 13 

 10  G1/4  3198 10 13 
12  G1/2  3198 12 21 

31
99

Stud Elbow, Male BSPP and 
Metric Thread

 ØD  C 

 4 

 M3x0.5  3199 04 09* 
 M5x0.8  3199 04 19 
 M7x1  3199 04 55 
 G1/8  3199 04 10 
 G1/4  3199 04 13 

 6 

 M5x0.8  3199 06 19 
 M7x1  3199 06 55 
 M10x1  3199 06 60 
 M12x1.5  3199 06 67 
 G1/8  3199 06 10 
 G1/4  3199 06 13 
 G3/8  3199 06 17 
 G1/2  3199 06 21 

 8 

 M10x1  3199 08 60 
 M12x1.5  3199 08 67 
 G1/8  3199 08 10 
 G1/4  3199 08 13 
 G3/8  3199 08 17 
 G1/2  3199 08 21 

 10 
 G1/4  3199 10 13 
 G3/8  3199 10 17 
 G1/2  3199 10 21 

 12 
 G1/4  3199 12 13 
 G3/8  3199 12 17 
 G1/2  3199 12 21 

 14 
 G3/8  3199 14 17 
 G1/2  3199 14 21 

 16 
 G3/8  3199 16 17 
 G1/2  3199 16 21 

31
14

Stud Fitting, Female BSPP and 
Metric Thread

 ØD  C 

4
M5x0.8 3114 04 19
 G1/8  3114 04 10 
 G1/4  3114 04 13 

 6 
 G1/8  3114 06 10 
 G1/4  3114 06 13 

 8 
 G1/8  3114 08 10 
 G1/4  3114 08 13 
G3/8 3114 08 17

 10 
 G1/4  3114 10 13 
 G3/8  3114 10 17 

12
G3/8 3114 12 17
 G1/2  3114 12 21 

31
69

Extended Stud Elbow, Male BSPP 
and Metric Thread

 ØD  C 

 4 
 M5x0.8  3169 04 19 
 G1/8  3169 04 10 

 6 

 M5x0.8  3169 06 19 
 M7x1  3169 06 55 
 G1/8  3169 06 10 
 G1/4  3169 06 13 

 8 
 G1/8  3169 08 10 
 G1/4  3169 08 13 

 10  G1/4  3169 10 13 

12
G1/4 3169 12 13
 G3/8  3169 12 17 

31
06

 ØD  ØD1 

4
 4  3106 04 00 
 6  3106 04 06 

6
 6  3106 06 00 
 8  3106 06 08 

10 3106 06 10

 8 
 8  3106 08 00 

10 3106 08 10
12 3106 08 12

 10 
 10  3106 10 00 
12 3106 10 12

12
 12  3106 12 00 
14 3106 12 14

 14  14  3106 14 00 
16 16 3106 16 00

Equal and Unequal Tube-to-
Tube Connector

31
04

 ØD  ØD1 
 4  4  3104 04 00 
6  6  3104 06 00 

8
 6  3104 08 06 
 8  3104 08 00 

10
 10  3104 10 00 
12 3104 10 12

12  12  3104 12 00 

14
8 3104 14 08

 14  3104 14 00 

16
12 3104 16 12
16 3104 16 00

ØD

ØD
ØD1

Equal and Unequal Tee

31
02
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N
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R
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K
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 ØD  ØD1 
 4  4  3102 04 00 

 6 
 6  3102 06 00 
 8  3102 06 08 

 8 
 8  3102 08 00 

 10  3102 08 10 

 10 
 10  3102 10 00 
 12  3102 10 12 

 12  12  3102 12 00 
 14  14  3102 14 00 
 16  16  3102 16 00 

Equal and Unequal Elbow

 ØD  ØD1 

 4 
 4  3140 04 00 
 6  3140 04 06 

 6 
 6  3140 06 00 
 8  3140 06 08 

 8 
 8  3140 08 00 

 10  3140 08 10 

 10 
 10  3140 10 00 
 12  3140 10 12 

 12  12  3140 12 00 

31
40

ØD

ØD1

Equal and Unequal Single Y 
Piece

Stud Elbow, Male BSPT Thread

 ØD  C 

 4 
 R1/8  3109 04 10 
 R1/4  3109 04 13 
 R3/8  3109 04 17 

 6 

 R1/8  3109 06 10 
 R1/4  3109 06 13 
 R3/8  3109 06 17 
 R1/2  3109 06 21 

 8 

 R1/8  3109 08 10 
 R1/4  3109 08 13 
 R3/8  3109 08 17 
 R1/2  3109 08 21 

 10 

 R1/8  3109 10 10 
 R1/4  3109 10 13 
 R3/8  3109 10 17 
 R1/2  3109 10 21 

 12 
 R1/4  3109 12 13 
 R3/8  3109 12 17 
 R1/2  3109 12 21 

 14 
 R3/8  3109 14 17 
 R1/2  3109 14 21 

 16 
 R3/8  3109 16 17 
 R1/2  3109 16 21 

31
09

 ØD 
 4  3116 04 00 
 6  3116 06 00 
 8  3116 08 00 

 10  3116 10 00 
 12  3116 12 00 
14 3116 14 00

Equal Bulkhead Connector

31
16

 ØD 
 4  3126 04 00 
6  3126 06 00 
8  3126 08 00 

10  3126 10 00 
12  3126 12 00 

 ØD1  ØD2 
 6  4  3304 06 04 

 8 
 4  3304 08 04 
 6  3304 08 06 

 10 
 6  3304 10 06 
 8  3304 10 08 

 ØD 
 4 CLIP 04 00
6 CLIP 06 00
8 CLIP 08 00

10 CLIP 10 00
12 CLIP 12 00
14 CLIP 14 00

Blanking Plug

Multiple Tee

Clip Strip for Tubes and 
Fittings

31
26

33
04

CL
IP

 ØD C
 4 G1/4 3310 04 13
6  G1/4 3310  06 13 
8 G3/8 3310 08 17

10 G1/2 3310 10 21
12 G1/2 3310 12 21

In-Line Manifold

33
10

C1 C2
 G1/8  M5x0.8  3311 19 10 07 

 G1/4  G1/8 

 3311 10 13 02 
 3311 10 13 03 
 3311 10 13 04 
 3311 10 13 05 
 3311 10 13 06 

 G3/8  G1/4 

 3311 13 17 02 
 3311 13 17 03 
 3311 13 17 04 
 3311 13 17 05 
 3311 13 17 06 

Manifold, Female BSPP and 
Metric Thread

33
11

C  ØD 
 4 R1/8 3129 04 10

6  
R1/8 3129 06 10
R1/4 3129 06 13

8
R1/8 3129 08 10
R1/4 3129 08 13

10
R1/4 3129 10 13
R3/8 3129 10 17

12 R1/2 3129 12 21
14 R1/2 3129 14 21

Extended Stud Elbow, Male 
BSPT Thread

31
29

 ØD 
 4  3139 04 00 
 6  3139 06 00 
 8  3139 08 00 

 10  3139 10 00 
 12  3139 12 00 
 14  3139 14 00 

Equal Bulkhead Elbow

31
39

 ØD1  ØD2 

 4 
 6  3166 04 06 
 8  3166 04 08 

 6 
 8  3166 06 08 

 10  3166 06 10 
 12  3166 06 12 

 8 
 10  3166 08 10 
 12  3166 08 12 

 10 
 12  3166 10 12 
 14  3166 10 14 

 12  14  3166 12 14 

Plug-In Reducer

31
66

ØD1

ØD1

ØD2

ØD

 ØD1  ØD2 
 6  4  3168 06 04 
8  6 3168 08 06

 10  8 3168 10 08

Plug-In Increaser

31
68

ØD1

ØD2

 ØD1  ØD2 
 4 4  3182 04 00 

 6 
 4  3182 06 04 
 6  3182 06 00 
 8  3182 06 08 

 8 
 8  3182 08 00 

 10  3182 08 10 

 10 
 10  3182 10 00 
 12  3182 10 12 

 12  12  3182 12 00 

Equal and Unequal Plug-In 
Elbow

31
82

Single Banjo, Male BSPP and 
Metric Thread

 ØD  C 

 4 
 M5x0.8  3118 04 19* 
 G1/8  3118 04 10 

 6 
 M5x0.8  3118 06 19* 
 G1/8  3118 06 10 
 G1/4  3118 06 13 

 8 
 G1/8  3118 08 10 
 G1/4  3118 08 13 
 G3/8  3118 08 17 

 10 
 G1/4  3118 10 13 
 G3/8  3118 10 17 

*With screwdriver slot

31
18

 ØD 
 4  6300 04 00 
 6  6300 06 00 
 8  6300 08 00 

 ØD  ØD1 

4
4 6302 04 00WP2
6 6302 04 06WP2

6
6 6302 06 00WP2
8 6302 06 08WP2

 8  8  6302 08 00WP2 
 10  10  6302 10 00WP2 
 12  12  6302 12 00WP2 

 ØD  C 
 6  R1/8  6505 06 10WP2 

8
R1/8 6505 08 10WP2
 R1/4  6505 08 13WP2 
R3/8 6505 08 17WP2

10
R1/4 6505 10 13WP2
R3/8 6505 10 17 WP2
R1/2 6505 10 21WP2

12
R3/8 6505 12 17WP2
 R1/2  6505 12 21WP2 

 ØD  C 

 6 
 R1/8  6509 06 10WP2 
R1/4 6509 06 13WP2
 R3/8  6509 06 17WP2 

8
R1/8 6509 08 10WP2
 R1/4  6509 08 13WP2 
 R3/8  6509 08 17WP2 

 10 
 R1/4  6509 10 13WP2 
 R3/8  6509 10 17WP2 
 R1/2  6509 10 21WP2 

 12 
 R3/8  6509 12 17WP2 
 R1/2  6509 12 21WP2 

 ØD 
 6  6340 06 00WP2 
8 6340 08 00WP2  

10  6340 10 00WP2 
12 6340 12 00WP2

 ØD   ØD 1 
 4  6  6366 04 06WP2 

6
8  6366 06 08WP2 

10 6366 06 10WP2

 ØD 
6 6306 06 00WP2
8 6306 08 00WP2

 10  6306 10 00WP2 
 12  6306 12 00WP2 

 ØD 
6 6304 06 00WP2
 8  6304 08 00WP2 

 10  6304 10 00WP2 
12 6304 12 00WP2

 ØD 
1/4 7992 56 00WP2

    5/16 - 8 mm 7992 08 00WP2
3/8 7992 60 00WP2
1/2 7992 62 00WP2

 ØD 
6 4020 06 00WP2
 8 4020  08 00WP2 

 10 4020  10 00WP2 
12 4020 12 00WP2

Ø ext.
(mm)

Ø int.
(mm)

4
2 10 1025P04 00*

     2.7 10 1025P04 00* 27
6 4 15 1025P06 00*
8 6 25 1025P08 00*

10 8 50 1025P10 00*
12 10 90 1025P12 00*
14 12 116 1025P14 00*
16 13 90 1025P16 00* 13

Ø ext.
(mm)

Ø int.
(mm)

4   2.5 12 1025U04R08*
6 4 15 1025U06R08*
8 5.5 20 1025U08R08*

10 7 25 1025U10R08*
12 8 35 1025U12R08*
16 11 45 1025U16R08 11* 

Ø ext.
(mm)

Ø int.
(mm)

4 2.5 10 1025U04 01*
6 4 15 1025U06 01*
8 5.5 20 1025U08 01*

10 7 25 1025U10 01*
12 8 35 1025U12 01*
14 9.5 45 1025U14 01* 95
16 11 45 1025U16 01* 11

DN Ø ext.
(mm)

Ø int.
(mm)

1/4 13 6.3 60 1040H56 02*
3/8 16 9.5 70 1040H60 02*
1/2 19 12.7 120 1040H62 02*
5/8 23 15.9 140 1040H66 02*
3/4 27 19.1 170 1040H69 02*

Ø ext.
(mm)

Ø int.
(mm)   clear

4 2.5 40      1025T04 00 25
6 4 50 1025T06 00
8 6 70 1025T08 00

10 8 120 1025T10 00
12 10 180 1025T12 00

Ø ext.
(mm)

Ø int.
(mm)

Number 
of tubes

4 2.7 35 4 1050P04 00M04
4 2.7 45 7 1050P04 00M07
4 2.7 55 12 1050P04 00M12
6 4 60 7 1050P06 00M07
8 6 45 2 1050P08 00M02

 ØD 
 6  6382 06 00WP2 
 8  6382 08 00WP2 

 10  6382 10 00WP2 
12 6382 12 00WP2

 ØD 
 6  6316 06 00WP2 
 8  6316 08 00WP2 

 10  6316 10 00WP2 
12 6316 12 00WP2

  LIQUIfi t® Cartridge   

Equal and Unequal Elbow

Stud Fitting, Male BSPT Thread Stud Elbow, Male BSPT Thread

Equal Single Y Piece

Plug-In Reducer

Equal and Unequal Tube-to-
Tube Connector

Equal Tee

Check Valve            mm - Inch
2/2 In-Line Ball Valve

Equal and Unequal Plug-In 
Elbow

63
15

 ØD  C 

6
R1/8 6315 06 10WP2
 R1/4  6315 06 13WP2 

 8 
 R1/4  6315 08 13WP2 
 R3/8  6315 08 17WP2 

 Stud Connector, Female BSPT 
Thread 

Equal Bulkhead Union

Thread without pre-coating

50 cartridges per Carstick  ®

Pressure: 0 to 10 bar at 20°C  

 ØD 
6 M12x1.5 F8UNPMB6M12

 8 
M12x1.5 F8UNPMB8M12
M16x1.5 F8UNPMB8M16

 10 M16x1.5 F8UNPMB10M16
 12 M16x1.5 F8UNPMB12M16

16
M16x1.5 F8UNPMB16M16
M22x1.5 F8UNPMB16M22ØD C

12 M16x1.5 RE68K12-10M16
12 M22x1.5 RE68K12-10M22

C C1 
 M12x1.5 M12x1.5 M12MMS8UB
M16x1.5 M16x1.5 M16MMS8UB
M22x1.5 M16x1.5 M16M16M22MMS8UB

C C1
M16x1.5 M16x1.5 M16WGG88BH27
M22x1.5 M16x1.5 M22M16WGG88B

C C1
M16x1.5 M16x1.5 PPRF8UM16
M22x1.5 M16x1.5 PPRF8UM22

C
 M22x1.5 VDPF8UM22L13

 ØD  ØD1 C
12 10 M16x1.5 CS68K12-10M16
12 10 M22x1.5 CS68K12-10M22

 ØD C
10 M22x1.5 V68UNPMK10M22
 12 

  
M16x1.5 V68UNPMK12M16
M22x1.5 V68UNPMK12M22

 16 M22x1.5 V68UNPMK16M22

 ØD C

8
M16x1.5 C68UNPMK8M16
M22x1.5 C68UNPMK8M22

 12   M16x1.5 C68UNPMK12M16
 16 M22x1.5 C68UNPMK16M22

 ØD C

6 M12x1.5 C8UNPMB6M12
M16x1.5 C8UNPMB6M16

8
M12x1.5 C8UNPMB8M12
M16x1.5 C8UNPMB8M16

 12 
  

M16x1.5 C8UNPMB12M16
M22x1.5 C8UNPMB12M22

 16 
M16x1.5 C8UNPMB16M16
M22x1.5 C8UNPMB16M22

 ØD C
 8  M16x1.5  V8UNPMB8M16 

 10  M22x1.5  V8UNPMB10M22 
 12  M16x1.5  V8UNPMB12M16 

90° Elbow, Male Metric Thread

Stud Fitting, Male Metric Thread

90° Side Tee, Male Metric 
Thread

90° Elbow, Male Metric Thread

Branch Tee, Male/Female Metric 
Thread

Stud Branch Tee, Male Metric Thread

Bulkhead Union, Female Metric 
Thread

Stud Test Point, Male Metric 
Thread

Drain Valve, Male Metric Thread45° Elbow, Male Metric Thread

F Elbow, Male Metric Thread
45° Elbow, Male Metric Thread

Compatible Fluids Compressed air

Working Pressure 25 bar 

Working Temperature -40°C to +100°C

Component Materials Technical polymer, Brass, NBR

Compatible Fluids Compressed air

Working Pressure 1 to 10 bar

Working Temperature 0°C to +70°C ; -25°C to +70°C (metal version)

Component Materials Technical polymer, metal, stainless steel

Compatible Fluids:
Compressed air

Working Pressure:
Upstream pressure: 1 to 16 bar
Downstream pressure: 1 to 8 bar

Working Temperature:
-10°C to +70°C

Component Materials: 
Technical polymer, nickel-plated 
brass, nitrile

Compatible Fluids:
Compressed air

Working Pressure:
1 to 10 bar

Working Temperature:
-5°C to +60°C

Component Materials: 
Technical polymer, nickel-plated 
brass, NBR

Compatible Fluids:
Compressed air

Working Pressure:
3 to 10 bar

Working Temperature:
-15°C to +60°C

Component Materials: 
Technical polymer, nickel-plated 
brass, NBR

Compatible Fluids
Technical polymer: compressed air 
Stainless steel: many fluids

Working Pressure
Technical polymer: 1 to 10 bar
Stainless steel: 0.5 to 40 bar

Working Temperature
Technical polymer: 0°C to +70°C
Stainless steel: -20°C to +180°C

Compatible Fluids Compressed air

Working Pressure 3 to 8 bar

Working Temperature -15°C to +60°C

Component Materials Technical polymer, brass, NBR

Compatible Fluids Compressed air 

Working Pressure 1 to 10 bar

Working Temperature -20°C to +70°C

Component Materials Nickel-plated brass, technical polymer, NBR

Compatible Fluids Compressed air 

Working Pressure Polyethylene: 0 to 10 bar, Sintered bronze: 0 to 12 bar

Working Temperature Polyethylene: -10°C to +80°C
Sintered bronze: -20°C to +150°C

Component Materials Sintered bronze, brass, technical polymer

LF 3600 Push-In Fittings
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 ØD 
 4  3606 04 00 
 6  3606 06 00 
 8  3606 08 00 

 10  3606 10 00 
 12  3606 12 00 
14 3606 14 00

 ØD 
 4 3639 04 00
 6 3639 06 00
 8 3639 08 00

 10 3639 10 00
 12 3639 12 00
14 3639 14 00

 ØD C

 4 
 M5x0.8  3693 04 19 
 G1/8  3693 04 10 

 6 
 G1/8  3693 06 10 
 G1/4  3693 06 13 

 8 
 G1/8  3693 08 10 
 G1/4  3693 08 13 

 10  G1/4  3693 10 13 
 12  G3/8  3693 12 17 
 14  G1/2  3693 14 21 

 ØD 
 4  3604 04 00 
 6  3604 06 00 
 8  3604 08 00 

 10  3604 10 00 
 12  3604 12 00 
 14  3604 14 00 

 ØD C

 4 
 M5x0.8  3698 04 19 
 G1/8  3698 04 10 

 6 
 G1/8  3698 06 10 
 G1/4  3698 06 13 

 8 
 G1/8  3698 08 10 
 G1/4  3698 08 13 

 10  G1/4  3698 10 13 
 12  G3/8  3698 12 17 
 14  G1/2  3698 14 21 

 ØD1  ØD2 
 4  3,2  3622 04 53 
 6  5  3622 06 05 

 8 
 6,3  3622 08 56 
 8  3622 08 08 

10  8  3622 10 08 

12
10 3622 12 10
12,5 3622 12 62

14 12,5 3622 14 62

 ØD C

4
  M5x0.8 3618 04 19
G1/8 3618 04 10

6
M5x0.8  3618 06 19
G1/8 3618 06 10
G1/4 3618 06 13

8
G1/8 3618 08 10
G1/4 3618 08 13

10 G3/8 3618 10 17

 ØD 
4 3616 04 00
 6  3616 06 00 
 8  3616 08 00 

10 3616 10 00
12 3616 12 00
14 3616 14 00

 ØD  C 

 4 
 R1/8  3675 04 10 
 R1/4  3675 04 13 

 6   
 R1/8  3675 06 10 
 R1/4  3675 06 13 

 8 
 R1/8  3675 08 10 
 R1/4  3675 08 13 
 R3/8  3675 08 17 

 10 
 R1/4  3675 10 13 
 R3/8  3675 10 17 

 12 
 R1/4  3675 12 13 
 R3/8  3675 12 17 
R1/2 3675 12 21

14
R3/8 3675 14 17
R1/2 3675 14 21

 ØD  C 
 4  R1/8  3609 04 10 

 6 
 R1/8  3609 06 10 
 R1/4  3609 06 13 

 8 
 R1/8  3609 08 10 
 R1/4  3609 08 13 
 R3/8  3609 08 17 

 10 
 R1/4  3609 10 13 
 R3/8  3609 10 17 

 12 
 R1/4  3609 12 13 
 R3/8  3609 12 17 
 R1/2  3609 12 21 

14
R3/8 3609 14 17
R1/2 3609 14 21

 ØD  C 
 4  R1/8  3608 04 10 

 6 
 R1/8  3608 06 10 
 R1/4  3608 06 13 

 8 
 R1/8  3608 08 10 
 R1/4  3608 08 13 

 10 
 R1/4  3608 10 13 
 R3/8  3608 10 17 

 12  R3/8  3608 12 17 
 14  R1/2  3608 14 21 

 ØD  C 
 4  G1/8  3636 04 10 

 6 
 G1/8  3636 06 10 
 G1/4  3636 06 13 

8  G1/4  3636 08 13 
 10  G3/8  3636 10 17 

 12 
 G3/8  3636 12 17 
 G1/2  3636 12 21 

 ØD1  ØD2 

 4 
 6  3666 04 06 
 8  3666 04 08 

 6 
 8  3666 06 08 

 10  3666 06 10 

 8 
 10  3666 08 10 
 12  3666 08 12 

 10  12  3666 10 12 
 12  14  3666 12 14 

 ØD  C 

 4 
 M5x0.8  3669 04 19 
 G1/8  3669 04 10 

 6 
 G1/8  3669 06 10 
 G1/4  3669 06 13 

 8 
 G1/8  3669 08 10 
 G1/4  3669 08 13 

 10 
 G1/4  3669 10 13 
 G3/8  3669 10 17 

 12 
 G1/4  3669 12 13 
 G3/8  3669 12 17 

 14  G1/2  3669 14 21 

Equal Bulkhead Connector

Stud Fitting, Male BSPT Thread Stud Elbow, Male BSPT Thread

36
14

 ØD  C 

 4 
 M5x0.8  3614 04 19 
 G1/8  3614 04 10 
 G1/4  3614 04 13 

 6 
 G1/8  3614 06 10 
 G1/4  3614 06 13 

 8 
 G1/8  3614 08 10 
 G1/4  3614 08 13 

 10  G3/8  3614 10 17 

 12 
 G3/8  3614 12 17 
 G1/2  3614 12 21 

Stud Fitting, Female BSPP and 
Metric Thread

Extended Stud Elbow, Male 
BSPP and Metric Thread

Equal Tube-to-Tube Connector 

Equal Bulkhead Elbow

Stud Run Tee, Male BSPP and 
Metric Thread

Equal Tee

Stud Branch Tee, Male BSPP 
and Metric Thread

Plug-In Barb Connector
Bulkhead Connector, Female 
BSPP Thread

Plug-In Reducer

Stud Branch Tee, Male BSPT 
Thread

Single Banjo, Male BSPP and 
Metric Thread

36
01

Stud Fitting, Male BSPP and 
Metric Thread

 ØD  C 

 4 

 M5x0.8  3601 04 19 
 M6x1  3601 04 52 
 M8x1  3601 04 56 
 G1/8  3601 04 10 

6
 M10x1  3601 06 60 
 G1/8  3601 06 10 
 G1/4  3601 06 13 

 8 
 G1/8  3601 08 10 
 G1/4  3601 08 13 
 G3/8  3601 08 17 

 10 
 G1/4  3601 10 13 
 G3/8  3601 10 17 
G1/2 3601 10 21

 12 
 G1/4  3601 12 13 
 G3/8  3601 12 17 
 G1/2  3601 12 21 

14  G1/2  3601 14 21 

 ØD  C 

 4   
 M5x0.8  3699 04 19 
 M6x1  3699 04 52 
 G1/8  3699 04 10 

6
 G1/8  3699 06 10 
 G1/4  3699 06 13 

 8   
 G1/8  3699 08 10 
 G1/4  3699 08 13 
 G3/8  3699 08 17 

 10 
 G1/4  3699 10 13 
 G3/8  3699 10 17 

 12 
 G1/4  3699 12 13 
 G3/8  3699 12 17 
G1/2  3699 12 21 

14
G3/8 3699 14 17
G1/2 3699 14 21

36
00

One-Piece Cartridge

 ØD 
 4   3600 04 00
6 3600 06 00
8 3600 08 00

10 3600 10 00
12 3600 12 00
 14   3600 14 00

Compact Elbow, Male BSPP 
and Metric Thread

Compatible Fluids Compressed air, grease, lubricant, water…

Working Pressure Vacuum to 30 bar (20 bar: 3699, 3609)

Working Temperature -25°C to +150°C

Component Materials FDA chemical nickel-plated brass, FKM

36
02

36
26

 ØD 
 4  3602 04 00 
 6  3602 06 00 
 8  3602 08 00 

 10  3602 10 00 
 12  3602 12 00 
14 3602 14 00

 ØD 
 4  3626 04 00 
 6  3626 06 00 
 8  3626 08 00 

 10  3626 10 00 
 12  3626 12 00 
14  3626 14 00 

Equal Elbow

Blanking Plug

C

B

A

A

C

A

Function Fittings

06
70

06
74

Polymer Silencer, Male BSPP 
Thread

Threaded Silencer, Male BSPP 
Thread

 C 
 G1/8  0670 00 10 
 G1/4  0670 00 13 
 G3/8  0670 00 17 
 G1/2  0670 00 21 

 C 
 G1/8  0674 00 10 
 G1/4  0674 00 13 
G3/8 0674 00 17
 G1/2  0674 00 21 

 C 
M5x0.8   7818 04 19*

G1/8 7818 04 10
G1/4 7818 04 13

 C 
G1/8 7828 00 10
G1/4 7828 00 13
G3/8 7828 00 17
G1/2 7828 00 21

73
00

78
94

78
60

 ØD  C 
4 G1/8 7300 04 10

 6 
 G1/8  7300 06 10 
 G1/4  7300 06 13 

8  G1/4  7300 08 13 

 ØD  C 

6
G1/8 7894 06 10
 G1/4 7894 06 13

8
 G1/4 7894 08 13
 G3/8 7894 08 17

 ØD  C 
8 G1/4 7860 08 13

10
 G1/4 7860 10 13
 G3/8  7860 10 17 

12  G3/8 7860 12 17

 ØD  C 

6
G1/8 7880 06 10
G1/4 7880 06 13

8
 G1/4 7880 08 13
G3/8 7880 08 17

10 G3/8 7880 10 17

 ØD  C 

6
G1/8 7883 06 10
G1/4 7883 06 13

8
G1/4 7883 08 13
G3/8 7883 08 17

Pressure Regulator, Male 
BSPP Thread

Piloted Non-Return Valve with Flow 
Regulator and Exhaust, Male BSPP

Soft Start Fitting for Isolating 
Valve, Male BSPP Thread

Pneumatic Sensor Fitting, Male 
BSPP and Metric Thread

Blocking Fitting, Male BSPP Thread Pneumatic/Electric Sensor, Male/
Female BSPP Thread

Blocker/Flow Regulator, Male 
BSPP Thread

Miniature Flow Reg. Exhaust, 
Male BSPP and Metric Thread

Miniature Flow Regulator 
Exhaust, Male BSPT Thread

Miniature Flow Reg. Supply, 
Male BSPP and Metric Thread

Flow Regulator Exhaust, Male/
Female BSPP and Metric Thread

 ØD  C 

3
M3x0.5 7660 03 09
M5x0.8 7660 03 19

 4 
  

M3x0.5 7660 04 09
M5x0.8 7660 04 19
G1/8 7660 04 10

6
  

M5x0.8 7660 06 19
G1/8 7660 06 10
G1/4 7660 06 13

8
G1/8 7660 08 10
G1/4 7660 08 13
G3/8 7660 08 17

 ØD  C 
4 R1/8 7665 04 10

 6 
  

R1/8 7665 06 10
R1/4 7665 06 13
R3/8 7665 06 17

 8 
R1/8 7665 08 10
R1/4 7665 08 13
R3/8 7665 08 17

 ØD  C 

 4 
M5x0.8 7669 04 19
G1/8 7669 04 10

6
  

M5x0.8 7669 06 19
G1/8 7669 06 10
G1/4 7669 06 13

8
G1/8 7669 08 10
G1/4 7669 08 13

 C 
M5x0.8 7140 19 19

G1/8 7140 10 10
G1/4 7140 13 13
G3/8 7140 17 17
G1/2 7140 21 21

Flow Control Regulators

48
90

48
92

79
96

C DN
G1/8 10 4890 10 10
G1/4 10 4890 13 13
G3/8 15 4890 17 17
G1/2 15 4890 21 21
G3/4 20 4890 27 27

C DN
G1/8 10 4892 10 10
G1/4 10 4892 13 13
G3/8 15 4892 17 17
G1/2 15 4892 21 21

In-Line Equal Non-Return Valve Non-Return Valve, Female BSPP 
Thread

Non-Return Valve, Supply, Female 
BSPP/Exhaust, Male BSPP Thread

Non-Return Valves

 ØD 
4 7996 04 00
6 7996 06 00
8 7996 08 00

10 7996 10 00
12 7996 12 00

Technical polymer Stainless steel

Stainless steel

In-Line One-Way Flow Regulator

 ØD 
 4  7770 04 00 
 6  7770 06 00 
 8  7770 08 00 

 10  7770 10 00 
12 7770 12 00

77
70

C

B

A

A

C

A

Panel-Mountable In-Line One-
Way Flow Regulator

 ØD 
 4  7776 04 00* 
 6  7776 06 00* 
 8  7776 08 00 

10 7776 10 00
12 7776 12 00

77
76

C

B

A

A

C

A

C

B

A

A

C

A

C

B

A

A

C

A

C

B

A

A

C

A

Flow Regulator Exhaust, Male/
Female BSPP and Metric Thread

 C 
 M5x0.8  7810 19 19 
 G1/8  7810 10 10 
 G1/4  7810 13 13 
 G3/8  7810 17 17 
 G1/2  7810 21 21 

78
10

C

B

A

A

C

A

Flow Regulator, Exhaust, Male 
BSPP and Metric Thread

 ØD  C 
 4  M5x0.8  7130 04 19 

 6 
 M5x0.8  7130 06 19 
 G1/8  7130 06 10 
 G1/4  7130 06 13 

 8 
 G1/8  7130 08 10 
 G1/4  7130 08 13 
 G3/8  7130 08 17 

10 G1/4 7130 10 13

71
30

C

B

A

A

C

A

Compact Flow Regulator Exhaust, 
Male/Female BSPP Thread

 C 
 G1/8  7110 10 10 
 G1/4  7110 13 13 
 G3/8  7110 17 17 
 G1/2  7110 21 21 

71
10

C

B

A

A

C

A

Compact Flow Regulator, 
Exhaust, Male BSPP Thread

 ØD  C 

 6 
 G1/8  7100 06 10 
 G1/4  7100 06 13 

 8 
 G1/8  7100 08 10 
 G1/4  7100 08 13 
 G3/8  7100 08 17 

 10 
 G1/4  7100 10 13 
 G3/8  7100 10 17 

 14  G1/2  7100 14 21 

71
00

C

B

A

A

C

A

*Ultrafine adjustment

Technical Tubing and Hose

 ØD  C 

6
  

R1/8 0105 06 10
R1/4  0105 06 13 

8
 R1/4  0105 08 13 
R3/8 0105 08 17

10
 R1/4  0105 10 13 
R3/8 0105 10 17

 ØD  C 

 6 
R1/8 0109 06 10
R1/4  0109 06 13 

8
 R1/4  0109 08 13 
R3/8 0109 08 17

10
 R1/4  0109 10 13 
R3/8 0109 10 17

 ØD  C 

 4x6 
 R1/8  F3BPL4/6-1/8 
 R1/4  F3BPL4/6-1/4 

 6x8 
 R1/8  F3BPL6/8-1/8 
 R1/4  F3BPL6/8-1/4 
 R3/8  F3BPL6/8-3/8 

 8x10 
 R1/4  F3BPL8/10-1/4 
 R3/8  F3BPL8/10-3/8 

 10x12  R3/8  F3BPL10/12-3/8 

 ØD  C 

 4x6 
 R1/8  C3BPL4/6-1/8 
 R1/4  C3BPL4/6-1/4 

 6x8 
 R1/8  C3BPL6/8-1/8 
 R1/4  C3BPL6/8-1/4 
 R3/8  C3BPL6/8-3/8 

 8x10 
 R1/4  C3BPL8/10-1/4 
 R3/8  C3BPL8/10-3/8 

 10x12  R3/8  C3BPL10/12-3/8 

 ØD 
 2,7x4  HBPL2.7/4 
 4x6  HBPL4/6 
 6x8  HBPL6/8 

 8x10  HBPL8/10 
 10x12  HBPL10/12 

 ØD 
 2,7x4  JBPL2.7/4 
 4x6  JBPL4/6 
 6x8  JBPL6/8 

 8x10  JBPL8/10 
 10x12  JBPL10/12 

 ØD  C 

 6 
G 1/8  0118 06 10 
G1/4 0118 06 13

8
 G1/4  0118 08 13 
G3/8 0118 08 17

10
 G1/4  0118 10 13 
G3/8 0118 10 17

 ØD 
 6  0106 06 00 
8 0106  08 00 

10 0106  10 00 
12 0106 12 00

 ØD 
 6  0104 06 00 
8 0104  08 00 

10 0104  10 00 
12 0104 12 00

 ØD C

 6 
G1/8 0101 06 10
G1/4 0101 06 13

8
G1/4 0101 08 13
G3/8 0101 08 17

10
G1/4 0101 10 13
G3/8 0101 10 17

12
G1/4 0101 12 13
G3/8 0101 12 17

C
 M5x0.8  0220 19 00 
 G1/8  0220 10 00 
 G1/4  0220 13 00 
 G3/8  0220 17 00 
 G1/2  0220 21 00 

C
 R1/8  0205 10 00 
 R1/4  0205 13 00 
 R3/8  0205 17 00 
 R1/2  0205 21 00 
 R3/4  0205 27 00 

 ØD  ØD1  ØD2 
 6  6.3  13  0132 06 56 
 8  6.3  13  0132 08 56 

 10 
 6.3  13  0132 10 56 
 9.5  16  0132 10 60 

 14 
 9.5  16  0132 14 60 

 12.7  19  0132 14 62 

 18 
 12.7  19  0132 18 62 
 15.9  23  0132 18 66 

 22  19.1  27  0132 22 69 

 ØD1  ØD2 

6
  8 0166 06 08
10 0166 06 10
14 0166 06 14

8
10 0166 08 10
12 0166 08 12

10
14 0166 10 14
20 0166 10 20

Compression Fittings and Accessories

Stud Fitting, Male BSPT Thread

Stud Elbow, Male BSPT Thread

Stud Fitting, Male BSPT Thread

Stud Elbow, Male BSPT Thread

Equal Tube-to-Tube Connector

Equal Tee

Equal Tube-to-Tube Connector

Single Banjo with Captive Sealing 
Washer, Male BSPP Thread

Equal Tee

Stud Fitting with Captive Sealing 
Washer, Male BSPP Thread

Hex Head Plug, Male BSPP and 
Metric Thread

Internal Hexagon Head Plug, 
Male BSPT Thread

Self-Fastening Barb Connector 
for Brass Compression Fitting

3-Piece Reducer

Component Materials Brass Nickel-plated brass

Compatible Fluids
Water, machining oil, fuel, 
hydraulic oil, compressed 
air, chemical fluids

Compressed air
Other fluids, please consult 
us

Working Pressure Vacuum to 550 bar
Vacuum to 18 bar 
0900 series: 60 bar

Working Temperature -60°C to +250°C
-40°C to +100°C
0900 series: -10°C to +80°C

01
05 04

02

64
02

04
69

B
VG

4P
 

LO
CK

04
01

04
48

49
02

79
10

79
13

01
09

F3
B

PL
C3

B
PL

H
B

PL
JB

PL

01
04

01
01

02
20

02
05

01
32

01
66

01
18

94
01

U

01
06

 DN C
 4  G1/8  0402 04 10 
 7  G1/4  0402 07 13 

 10  G3/8  0402 10 17 
 13  G1/2  0402 13 21 
 20  G3/4  0402 20 27 
 23  G1  0402 23 34 

 32  G1¼  0402 32 42 *

 DN   C
 7  G1/4  6402 07 13 

 10  G3/8  6402 10 17 
 13  G1/2  6402 13 21 
 20  G3/4  6402 20 27 
 23  G1  6402 23 34 

DN C  
 4  G1/8  0469 04 10 
 7  G1/4  0469 07 13 

 10  G3/8  0469 10 17 
 13  G1/2  0469 13 21 
 18  G3/4  0469 18 27 

 DN   C
 8  G1/4  BVG4-1/4LOCK 

 10  G3/8  BVG4-3/8LOCK 
 15  G1/2  BVG4-1/2LOCK 
 20  G3/4  BVG4-3/4LOCK 
 25  G1  BVG4-1LOCK 

DN C  
 4  G1/8  0401 04 10 
 7  G1/4  0401 07 13 

 10  G3/8  0401 10 17 
 13  G1/2  0401 13 21 
 18  G3/4  0401 18 27 

DN   C
 4  G1/8  0448 04 10* 
 6  G1/4  0448 06 13 
 9  G3/8  0448 09 17 

 12  G1/2  0448 12 21 

DN    C

 10 
  

 G1/4  4902 10 13 
 G3/8  4902 10 17 

 15  G1/2  4902 15 21 
 20  G3/4  4902 20 27 
 25  G1  4902 25 34 
40 G1 1/2 4902 40 49*
50 G2 4902 50 48*

DN C  
 7  G1/4  0439 07 13 

 10  G3/8  0439 10 17 
 13  G1/2  0439 13 21 
 18  G3/4  0439 18 27 
 23  G1  0439 23 34 

 ØD 
6 7913 06 00
8 7913 08 00

10 7913 10 00
12 7913 12 00

 ØD 
 6  7910 06 00 
 8  7910 08 00 

 10  7910 10 00 
 12  7910 12 00 

Industrial Valves

Universal Series

Ball Valves

Connection Solutions
for Life Sciences & Clean 
Rooms

LIQUIfit® Push-In Fittings 
with Metal Adaptors

LF 6270 Connectors for 
Optic Fibre Networks

LIQUIfit+ Push-In 
Fittings 

Standard Series

Mini Series

Axial Valves

2/2 In-Line Mini-Ball Valve

2/2 In-Line Ball Valve, Female 
BSPP Thread

2/2 In-Line Ball Valve for Screw 
Fixing, Female BSPP Thread

3/2 In-Line Vented Ball Valve, 
Female BSPP Thread

3/2 In-Line Lockable Vented 
Ball Valve, Female BSPP Thread

2/2 In-Line Ball Valve, Male/
Female BSPP Thread

3/3 Panel-Mountable Right-Angled 
Ball Valve, Female BSPP Thread

2/2 Standard In-Line Ball 
Valve, Female BSPP Thread

3/2 In-Line Mini BV with Vent

*Models with EC marking

*Models with EC marking

3/2 In-line Vented Lockable Ball 
Valve, Female BSPP Thread

Compatible Fluids Industrial fluids

Working Pressure Vacuum to 40 bar

Working Temperature -40°C to +80°C

Component Materials Nickel-plated brass, NBR  

Compatible Fluids:
Compressed air

Working Pressure:
Vacuum to 10 bar

Working Temperature:
-20°C to +80°C

Component Materials:
Technical polymer, NBR

Compatible Fluids:
Water, air, oils, greases, etc.

Working Pressure:
10 bar max.

Working Temperature:
-20°C to +135°C

Component Materials:
Nickel-plated brass, FKM

Compatible Fluids
Compressed air, gas, water, water vapour, oil and 
all fluids compatible with the component materials

Working Pressure 0 to 30 bar

Working Temperature -20°C to +130°C

Component Materials Nickel-plated brass, PTFE

22
99

22
72

22
95

22
97

94
14

U
90

86
U

C 9000 Polymer Quick-Acting Safety Couplers Metal Quick-Acting Couplers

Industrial Blowguns

Compatible Fluids Compressed air

Working Pressure  0 to 16 bar

Working Temperature -20°C to +60°C

Component Materials Technical polymer, nickel-plated brass, NBR

Compatible Fluids Compressed air, water

Working Pressure  0 to 20 bar

Working Temperature -20°C to +100°C

Component Materials Nickel-plated brass, NBR

Series ISO B (DN 5.5): single shut-off = 1250 Nl/min
Series ISO B (DN 8): single shut-off = 2400 Nl/min

Coupler, Male BSPP Thread

Water Pistol

Coupler, Female BSPP Thread Probe, with Barb Connection 
for Flexible Hose

Coupler, Straight-Through, 
with Barb Connection for Hose

Coupler, Female BSPP Thread

Probe, Female BSPP ThreadProbe, Male BSPP    

 C 

6
G1/4  9401U06 13 
G3/8 9401U06 17

8  G1/2  9401U08 21 

12 2299 12 01

 C 

12
G1/2 2272 12 21
G3/4 2272 12 27

 ØD 

12
13.5 2295 12 12
16.5 2295 12 15

 ØD 

12
13.5 2297 12 12
16.5 2297 12 15

 C 

5.5
 G1/4  9414U06 13 
G3/8 9414U06 17

8 G1/2  9414U08 21 

 C 

5.5
 G1/4 9086 23 13
G3/8 9086 23 17
G1/2 9086 23 21

 C 
5.5 G1/4 9087U06 13
8 G1/4 9087U08 13

Quick-Acting Couplers 
and Industrial Blowguns

 C   
 G1/4  3. 5  0659 00 13 

 C   
 R1/4 0631 00 09

 C   
 G1/4  3  0654 00 13 

Standard, Lower Connection, Short 
Angled Nozzle, Female BSPP Thread

Blowgun Kit, Lower Connection 
Female BSPT Thread

Safety Blowgun, Lower 
Connection, Female BSPP Thread

Compatible Fluids:
Compressed air

Working Pressure:
0 to 10 bar

Working Temperature:
-15°C to +50°C

Component Materials:
Technical polymer, NBR

06
59

06
31

..0
9

06
54

Also available in 100 m length: part numbers 1100P...
*Available in black (01), green (02), red (03), blue (04), yellow (05),   
 grey (06)

Available in 100 m length: part numbers 1100H...
*Available in black (01), green (02), red (03), blue (04)

Also available in 100 m length: part numbers 1100U...
*Available in black (01), green (02), red (03), blue (04), yellow 
(05), grey (06)

Also available in 100 m length: part numbers 1100U..R
*Available in black (01), blue (04)

Also available in 5 m length:  part numbers 1005TAlso available in 10 m length:  part numbers 1010P..M

  clear   clear

Polyurethane (PU) Ester Tubing  Tubepack® 25 m Braided Self-Fastening NBR Hose   Drum 40 m Fluoropolymer (FEP) Tubing  Tubepack® 25 mMultitube (PA)       Reel  50 mSemi-Rigid Polyamide (PA) Tubing Tubepack® 25 m Polyurethane (PU) Ether Tubing   Tubepack®  25 m

LF 3800 / LF 3900 Push-In Fittings
Compatible Fluids

All fluids compatible with the fitting and tubing
component materials

Working Pressure
Vacuum to 30 bar
(20 bar: 3879 / 3979 and 3889 / 3989)

Working Temperature -25°C to +150°C

Component Materials
Stainless steel 316L, FKM, 
Collet: 
stainless steel 303 (LF 3800), 316L (LF 3900)

38
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/
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/
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89
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/
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38
21

/
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38
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/
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 ØD 
4 3816 04 00 3916 04 00
 6  3816 06 00  3916 06 00 
 8  3816 08 00  3916 08 00 

 10  3816 10 00  3916 10 00 
12 3816 12 00 3916 12 00

 ØD  
4 3802 04 00 3902 04 00
 6  3802 06 00  3902 06 00 
 8  3802 08 00  3902 08 00 

10 3802 10 00 3902 10 00
 12  3802 12 00  3902 12 00 

 ØD  
 4  3826 04 00 
 6  3826 06 00 
 8  3826 08 00 

 10  3826 10 00 
 12  3826 12 00 

 ØD 
4 3806 04 00 3906 04 00
 6  3806 06 00  3906 06 00 
 8  3806 08 00  3906 08 00 

 10  3806 10 00  3906 10 00 
12 3806 12 00 3906 12 00

 ØD  C 
 4  R1/8  3805 04 10  3905 04 10 

 6 
 R1/8  3805 06 10  3905 06 10 
 R1/4  3805 06 13  3905 06 13 

 8 
 R1/8  3805 08 10  3905 08 10 
 R1/4  3805 08 13  3905 08 13 
 R3/8  3805 08 17  3905 08 17 

 10  R1/4  3805 10 13  3905 10 13 

 12 
 R1/4  3805 12 13  3905 12 13 
 R1/2  3805 12 21  3905 12 21 

 ØD  C 
 4  R1/8  3821 04 10  3921 04 10 

 6 
 R1/8  3821 06 10  3921 06 10 
 R1/4  3821 06 13  3921 06 13 

 8 
 R1/8  3821 08 10  3921 08 10 
 R1/4  3821 08 13  3921 08 13 

 10  R1/4  3821 10 13  3921 10 13 
 12  R1/4  3821 12 13  3921 12 13 

 ØD  C 
 4  R1/8  3889 04 10  3989 04 10 

 6 
 R1/8  3889 06 10  3989 06 10 
 R1/4  3889 06 13  3989 06 13 

 8 
 R1/8  3889 08 10  3989 08 10 
 R1/4  3889 08 13  3989 08 13 

 10  R1/4  3889 10 13  3989 10 13 

 12 
 R1/4  3889 12 13  3989 12 13 
 R1/2  3889 12 21  3989 12 21 

Stud Fitting, Male BSPP & Metric 
Thread

Equal Stud Elbow

Blanking Plug

Push-In Reducer

Equal Bulkhead Connector

Stud Standpipe, Male BSPT 
Thread

Equal Straight Connector

Compact Stud Elbow, Male BSPP 
Thread

Stud Elbow, Male BSPT Thread

One-Piece Cartridge

Stud Fitting, Male BSPT Thread

Compact Stud Elbow, Male BSPT 
Thread

Maximum 20 bar

 ØD  C 

4
 M5x0.8 3801 04 19 3901 04 19
G1/8 3801 04 10 3901 04 10

 6 
 M5x0.8  3801 06 19  3901 06 19 
 G1/8  3801 06 10  3901 06 10 
 G1/4  3801 06 13  3901 06 13 

 8 
 G1/8  3801 08 10  3901 08 10 
 G1/4  3801 08 13  3901 08 13 

 10 
 G1/4  3801 10 13  3901 10 13 
 G3/8  3801 10 17  3901 10 17 

 ØD  C 
4 G1/8 3879 04 10 3979 04 10

 6 
 G1/8  3879 06 10  3979 06 10 
 G1/4  3879 06 13  3979 06 13 

 8 
 G1/8  3879 08 10  3979 08 10 
 G1/4  3879 08 13  3979 08 13 

 10 
 G1/4  3879 10 13  3979 10 13 
 G3/8  3879 10 17  3979 10 17 

12  G3/8 3879 12 17 3979 12 17

 ØD  C 
4 R1/8 3809 04 10 3909 04 10

 6 
 R1/8 3809 06 10 3909 06 10
 R1/4 3809 06 13 3909 06 13

 8 
 R1/8 3809 08 10 3909 08 10
 R1/4 3809 08 13 3909 08 13

10  R1/4 3809 10 13 3909 10 13

 ØD1   ØD2  

 4 
 6  3866 04 06  3966 04 06 
 8  3866 04 08  3966 04 08 

 6 
 8  3866 06 08  3966 06 08 

 10  3866 06 10  3966 06 10 

 8 
 10  3866 08 10  3966 08 10 
 12  3866 08 12  3966 08 12 

10 12 3866 10 12 3966 10 12

  ØD  
 4  3800 04 00  3900 04 00 
 6  3800 06 00  3900 06 00 
 8  3800 08 00  3900 08 00 

 10  3800 10 00  3900 10 00 
 12  3800 12 00  3900 12 00 

Maximum 20 bar

 *Bi-material O ring seal  *Bi-material O ring seal

Related Product Ranges

Contact your distributor

Brass

Brass

Brass

Brass

Brass

Brass

Brass

Brass

Brass

Brass

Nickel-plated brass

Nickel-plated brass

Nickel-plated brass

Nickel-plated brass

Nickel-plated brass

90
87

U

09
13

09
00

09
02

C1

C2

ØD

ØD2

ØD1

C1

C2

C1

C2

 C1  C2 
 R1/8  G1/8  0913 00 10 
 R1/4  G1/4  0913 00 13 
 R3/8  G3/8  0913 00 17 
 R1/2  G1/2  0913 00 21 
 R3/4  G3/4  0913 00 27 

 C1  C2 

 R1/8 
 R1/8  0900 00 10 
 R1/4  0900 10 13 
 R3/8  0900 10 17 

 R1/4 
 R1/4  0900 00 13 
 R3/8  0900 13 17 
 R1/2  0900 13 21 

 R3/8 
 R3/8  0900 00 17 
 R1/2  0900 17 21 

 R1/2  R1/2  0900 00 21 

Equal and Unequal Adaptor, 
Male BSPT Thread

Equal Stud Elbow, Male BSPT/ 
Female BSPP Thread

C1

C2

C1

C2

Equal and Unequal Adaptor, 
Female BSPP Thread

 C1  C2 

 G1/8 
 G1/8  0902 00 10 
 G1/4  0902 10 13 

 G1/4 
 G1/4  0902 00 13 
G3/8 0902 13 17

 G3/8 
 G3/8  0902 00 17 
 G1/2  0902 17 21 

 G1/2  G1/2  0902 00 21 

09
04

01
27

30
00

 7
1

C1

C2

C1

C2

 C1  C2 
 R1/4  G1/8  0904 10 13 
 R3/8  G1/8  0904 10 17 
 R1/2  G1/8  0904 10 21 
 R3/8  G1/4  0904 13 17 

 R1/2 
 G1/4  0904 13 21 
 G3/8  0904 17 21 

 R3/4 
 G3/8  0904 17 27 
 G1/2  0904 21 27 

 ØD 1  ØD 2
4 2 0127 04 00
6 4 0127 06 00
8 6 0127 08 00

10 8 0127 10 00
12 10 0127 12 00 3000 71 00

Reducer, Male BSPT/Female 
BSPP Thread

Brass Tube Support for 
Polymer Tubing

Tube Cutter

Nickel-plated brass

Nickel-plated 
brass

Nickel-plated 
brass

Nickel-plated 
brass

Brass

42
02

..2
0

42
12

..2
0

 C 
 G3/8  4202 10 17 20 
 G1/2  4202 15 21 20 
 G3/4  4202 20 27 20 
 G1  4202 25 34 20 
 G1½  4202 40 49 20* 
 G2  4202 50 48 20* 

 C 
 G3/8  4212 10 17 20 
 G1/2  4212 15 21 20 
 G3/4  4212 20 27 20 
 G1  4212 25 34 20 
 G1½  4212 40 49 20* 
 G2  4212 50 48 20* 

Normally Closed Axial Valve with 
FKM Seal, Female BSPP Thread

Normally Open Axial Valve with 
FKM Seal, Female BSPP Thread

*Models with EC marking *Models with EC marking

48
10

DN C  
 8  G1/4  4810 08 13 

 10  G3/8  4810 10 17 
 15  G1/2  4810 15 21 
 20  G3/4  4810 20 27 
25 G1 4810 25 34

Stainless Steel Series

2/2 In-Line Ball Valve, Female 
BSPP Thread

Compatible Fluids: all fluids

Working Pressure: 0 to 65 bar

Working Temperature:
-20°C to +150°C

Component Materials:
Stainless steel 316L, PTFE

www.parkerlegris.com

 ØD 
 6  0102 06 00 
8 0102  08 00 

10 0102  10 00 
12 0102  12 00 

Equal Elbow

01
02

06
05

 0605 12 12 

Fluoropolymer Tape

C1 C2
 10  M22x1.5  S8UNPMB10M22 
 12  M22x1.5  S8UNPMB12M22 

P

Stainless steel

Brass

C1

C1

C1

C

C

C

Working Pressure: 20 bar max.
* panel thickness = 3 mm

ØD1

ØD1

ØD

ØD1

ØD2

ØD1

ØD2

38
04

/
39

04
          

 

 ØD 
4 3804 04 00 3904 04 00
 6  3804 06 00  3904 06 00 
 8  3804 08 00  3904 08 00 

 10  3804 10 00  3904 10 00 
12 3804 12 00 3904 12 00
14 3804 14 00 3904 14 00

Equal Tee

Nickel-plated brass Nickel-plated brass

Nickel-plated brass

ØD

ØD1

ØD1 ØD

E
d

. 
01

-2
01

7 
  

 W
C

/0
59

0/
U

K

ØD1

C1

C2

ØD1

ØD2

 * Bolt zinc passivated steel

70
10

/
70

11
       

 

70
60

/
70

61
       

 

C

B

A

A

C

A

C

B

A

A

C

A

C

B

A

A

C

A

C

B

A

A

C

A

Compact Flow Regulator, Male 
BSPP Thread

 ØD  C A
Exhaust

B
Supply

 4  G1/8  7060 04 10  7061 04 10 

 6 
 G1/8  7060 06 10  7061 06 10 
 G1/4  7060 06 13  7061 06 13 

 8 
 G1/8  7060 08 10  7061 08 10 
 G1/4  7060 08 13  7061 08 13 
 G3/8  7060 08 17  7061 08 17 

 10 
 G1/4  7060 10 13  7061 10 13 
 G3/8  7060 10 17  7061 10 17 

12
 G3/8  7060 12 17   -
G1/2 7060 12 21 7061 12 21

Flow Regulator, with Recessed 
Adjustment Screw, Male BSPP 
and Metric Thread

 ØD  C A
Exhaust

B
Supply

 4 
 M5x0.8  7010 04 19  7011 04 19 
 G1/8  7010 04 10  7011 04 10 

 6 
 M5x0.8  7010 06 19  7011 06 19 
 G1/8  7010 06 10  7011 06 10 
 G1/4  7010 06 13  7011 06 13 

 8 
 G1/8  7010 08 10  7011 08 10 
 G1/4  7010 08 13  7011 08 13 
 G3/8  7010 08 17  7011 08 17 

 10 
 G1/4  7010 10 13  7011 10 13 
 G3/8  7010 10 17  7011 10 17 

12
G3/8 7010 12 17 -
G1/2 7010 12 21 -

Blocking Fittings

Silencers

Pressure Regulators

Piloted Non-Return ValvesSoft Start Fittings

Pneumatic Sensor Fittings

 ØD  C 

 4 
M5x0.8  3193 04 19 
 G1/8  3193 04 10 

6
 G1/8  3193 06 10 
 G1/4  3193 06 13 

8
 G1/4  3193 08 13 
 G3/8  3193 08 17 

10
 G1/4  3193 10 13 
 G3/8  3193 10 17 

12
G1/4  3193 12 13 
 G3/8 3193 12 17
G1/2 3193 12 21

14  G1/2 3193 14 21
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